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                                                        DNV GL AS
FOREWORD

DNV GL rules for classification contain procedural and technical requirements related to obtaining
and retaining a class certificate. The rules represent all requirements adopted by the Society as
basis for classification.




©   DNV GL AS January 2017

Any comments may be sent by e-mail to [email protected]


If any person suffers loss or damage which is proved to have been caused by any negligent act or omission of DNV GL, then DNV GL shall
pay compensation to such person for his proved direct loss or damage. However, the compensation shall not exceed an amount equal to ten
times the fee charged for the service in question, provided that the maximum compensation shall never exceed USD 2 million.

In this provision "DNV GL" shall mean DNV GL AS, its direct and indirect owners as well as all its affiliates, subsidiaries, directors, officers,
employees, agents and any other acting on behalf of DNV GL.
CHANGES - CURRENT




                                                                                                                    Part 2 Chapter 2 Changes - current
This document supersedes the July 2016 edition.
Changes in this document are highlighted in red colour. However, if the changes involve a whole chapter,
section or sub-section, normally only the title will be in red colour.


Main changes January 2017, entering into force 1 July 2017

• Sec.2 Rolled steel for structural application
— Sec.2 Table 1: Heat treatment conditions amended and parameters for recording added
— Sec.2 Table 2: BCA / COD grades included to 'Through thickness tensile test' resp. 'Fracture mechanics
  test'
— Sec.2 Table 6: Toughness of VL A ≤ 50 mm and VL B ≤ 25 mm specified
— Sec.2 Table 16: Adjustment of grade specification and footnotes 3) and 4)
— Sec.2 Table 17: Footnote for grades 890MPa and 960MPa implemented
— Sec.2 [5.1]: Grades 890MPa and 960MPa included


• Sec.3 Rolled steel for boilers, pressure vessels and special applications
—   Sec.3   [1.9.5]: Consideration of limitation of the yield to tensile ratio
—   Sec.3   [1.14]: Including of standards for intercrystalline corrosion testing
—   Sec.3   [3.2.1]: Including option to approve steel grades with t > 40 mm
—   Sec.3   [4.6]: Including of standards for intercrystalline corrosion testing


• Sec.5 Steel pipes and fittings
— Sec.5 [1.5.5]: Consideration of limitation of the yield to tensile ratio
— Sec.5 [1.10]: Definition of applicable test pressure for hydrostatic leak-tightness test
— Sec.5 [3.6.2]: Deviation of testing temperature to be +/-2°C implemented
— Sec.5 [4.1.1]: Consideration of pipes with thickness t>25 mm included
— Sec.5 Table 3: Heat treatment condition included
— Sec.5 [5.3]: Manufacturing processes updated with "cold finished electric resistance or induction welded
  followed by heat treatment"
— Sec.5 [6.7.3]: Deviation of testing temperature to be +/-2°C implemented


• Sec.6 Steel forgings
— Sec.6 [1.8.3]: Location of thermocouples on furnace charge during heat treatment
— Sec.6 Figure 4: Placement of specimen on the driven side of crankshaft revised
— Sec.6 [8.3.1]: Wording amended for Charpy V-notch testing for stainless steels other than austenitic
  stainless steels


• Sec.8 Steel castings
— Sec.8 [1.6.4]: Amended description of welding workshop approval
— Sec.8 [1.8.3]: Location of thermocouples on furnace charge during heat treatment
— Sec.8 [2.3.1]: Deleting of condition "fully annealed"


• Sec.10 Aluminium alloys
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                                                           DNV GL AS
— Sec.10 [1.11.1]: Definition of grades to be subject to corrosion testing




                                                                                               Part 2 Chapter 2 Changes - current
• Sec.11 Copper alloy castings
— Sec.11 [1.8.2]: Location of thermocouples on f
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