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Yale Accentra™
Controller-Updater Installation Guide

1.       Introduction                                                                  Things to Consider:
                                                                                       • The recommended wire type for connection between controller and updater is
Used together in a one-to-one relationship, the controller and the credential             24 AWG four-conductor shielded twisted-pair wire.
updater are referred to as the Online Updater. The online updater can operate both
as a credential enrollment station and as a single door controller to operate an       • The maximum cable length between updater and controller is 1600 feet.
electrified strike, magnetic lock, gate operator, and more.
                                                                                       • Use a low capacitance 120 Ω characteristic impedance cable type (Belden
The Yale Multi-Family Solution requires at least one Online Updater to serve             9842 or equivalent) that conforms to EIA RS-485 standard.
several functions within the Yale Accentra™ Ecosystem:
                                                                                       • DO NOT install the updater on metal surfaces without appropriate spacer (see
•    Activates new physical credentials (cards, fobs) for residents, guests, and         price book).
     staff
                                                                                       • For weather exposed installations, please install with IP65 gasket accessory
•    Transmits current access rights to physical credentials at time of presentation      appropriate for your size updater (sold separately).
•    Ensures physical credentials are continuously updated through typical daily
     use                                                                               2.     Installation
•    Reads credential access permissions to grant or deny access to online             Tools Required:
     opening
                                                                                       •    Small Phillips head screwdriver
•    Reads audit information including access history, lock battery status, and
     other lock events from the physical credential and transmits to Yale Accentra™    •    Small flat head screwdriver
     cloud service
                                                                                       •    Wire cutters
The Yale Multi-Family Online Updater consists of two major components:
                                                                                       Procedure:
1.   Door Controller
                                                                                       To install the controller and updater, do the following:
2. Credential Updater (one of the following choices):
                                                                                       1.   Remove Controller and Updater from boxes.
     •    Credential updater (mini-mullion with pig tail)
                                                                                       2. Remove two (2) Phillips head screws from face of Controller to remove cover.
     •    Credential updater (mini-mullion with terminal strip)
                                                                                       3. With flat head screwdriver, loosen four (4) screws on Updater connection
     •    Credential updater (wall switch with pig tail)
                                                                                          block labeled +12V, A, B, and 0V.
     •    Credential updater (wall switch with terminal strip)
                                                                                       4. Route Updater cable from back side of Controller through square hole on
The purpose of this guide is to provide step-by-step instruction for the first-time       bottom left of unit.
installation and use of the online updater. Also noted are technical specifications
                                                                                       5. Insert stripped wires from Updater into holes on connection block as shown
for both the controller and the updater as well as LED behavior and typical wiring
                                                                                          below.
diagrams.
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Procedure (con’t):                                                                      Procedure (con’t):
                                                                                        6. Insert 120 Ω resistor in A and B holes on connection block as shown below.


                                  Connection Block
                     

    

            
        Recently converted files (publicly available):
        	Licensed to: iChapters User
Licensed to:
	PARA LEER


    

    

    


    
                    
                                                Конвертировать PDF в Word  |
                                                                Конвертировать PDF в Текст  |
                                                                Конвертировать PDF в JPG  |
                                                                                                                                Конвертировать PDF в PNG  |
                                            

                 
                    © 2019 pdf2text. All Rights Reserved 
                        Terms of Use and 
                        Privacy Policy
                        •
                        DMCA/Abuse
                


    




    
    
    
    
    
    
    
    
    

            
    


